
Table 3
Class 3 Parameters

ANALYTE CAS Number

App. IX
PQL 

(ug/L)

Critical 
Level 
(ug/L) Analytical Method *

METALS  (TOTALS)
Arsenic 7440-38-2 500 500 SW846 6010B or 7060 
Barium 7440-39-3 20 20 SW846 6010B
Beryllium 7440-41-7 3 3 SW846 6010B
Cadmium 7440-43-9 40 40 SW846 6010B
Chromium 7440-47-3 70 70 SW846 6010B
Copper 7440-50-8 60 60 SW846 6010B
Lead 7439-92-1 40 50 SW846 6010B
Mercury 7439-97-6 2 2 SW846 7470A
Nickel 7440-02-0 50 50 SW846 6010B
Selenium 7782-49-2 750 750 SW846 6010B or 7740 
Silver 7440-22-4 70 70 SW846 6010B
Zinc 7440-66-6 20 250 SW846 6010B

INORGANIC COMPOUNDS
Sulfide *** 18496-25-8 10000 5,000  EPA 376.1
Total Organic Carbon *** n/a n/a 3,000 SW-846 9060 / EPA 415.1
pH *** n/a n/a n/a EPA 150.1
Total Dissolved Solids *** n/a n/a 21,000 EPA 160.1
Total Suspended Solids *** n/a n/a 10,000 EPA 160.2
Turbidity ** n/a n/a n/a

GROSS CATIONS / ANIONS **
Bicarbonate alkalinity 71-52-3 n/a 5,000 EPA 310.1
Chloride 16887-00-6 n/a 1,000 EPA 300.0
Fluoride 16984-48-8 n/a 500 EPA 300.0
Sulfate 14808-79-8 n/a 5,000 EPA 300.0
Calcium 7440-70-2 n/a 1,000 SW-846 6010B / EPA 200.7
Magnesium 7439-95-4 n/a 100 SW-846 6010B / EPA 200.7
Potassium 7440-09-7 n/a 1,000 SW-846 6010B / EPA 200.7
Sodium 7440-23-5 n/a 1,500 SW-846 6010B / EPA 200.7

* or equivalent SW846 or EPA methods.  These or the current published method may be used.
** Statistical analysis not required.
*** Statistical analysis not required but the value versus time plot will be reviewed for anomolies.
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